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DURA 4 SAE 10W40 API SN is a high-performance synthetic lubricant, which is
perfectly designed to give four-stroke engines maximum protection and efficiency.
This Synthetic motor oil is formulated from a special blend of selected mineral oils,
synthetic base fluids, and matching additive technology. This may use for passenger
cars and light truck gasoline and diesel engines under a wide range of operating
conditions. It has an advanced detergent formula that helps prevent deposit build-
up for improved oil stability and increased engine durability. Also, it gives excellent
control of ring belt and piston skirt deposits, even under the most severe operating
conditions. It will be available in a 1 Liter pack. We recommend DURA4 Synthetic
Blend SAE 10w40 for Entire range of high-powered motorcycles from Yamaha,
Kawasaki, Suzuki, Aprilla, Ducati & BMW

FEATURES & BENEFITS

• Synthetic formula is recommended for engines that require maximum
protection in extreme usage.

• Its high cleaning capability prevents the formation of deposits from
cylinder leakage and prevents the build-up of varnish in cold areas of the
engine.

• Formulated to protect agent forming, oxidization, contamination and will
maintain maximum performance at high temperatures.

• Prolongs engine life, Preserves full power and performance

• Reduces maintenance costs
1
RECOMMENDED FOR
Entire range of high powered motorcycles from Yamaha, Kawasaki, Suzuki, Aprilla,
Ducati & BMW.

MEETS REQUIREMENTS OF
• API SN/SM
• ACEA A3/B4

PHYSICO-CHEMICAL PROPERTIES (TYPICAL)

Properties Value

Kinematic Viscosity @ 100ºC,cSt 18.1

Viscosity Index 167

Flash Point, ºC MAX 242

Pour Point, ºC MAX -33

TBN, mg KOH/gm 8.5


